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RUGGED MULTI VEHICLE ATF

RUGGED MULTI VEHICLE ATF is a synthetic blend ATF that is designed for use in automatic transmissions in most domestic and import passenger cars and light trucks. RUGGED MULTI VEHICLE ATF provides superior thermal stability and anti-wear protection. Its frictional properties provide smooth shifting and excellent anti-shudder performance in a wide range of vehicles.

BENEFITS:

· Guarantees peak transmission performance during high temperature operation

· Excellent anti-wear protection; increases transmission life

· Outstanding oxidative stability, foam resistance and corrosion control

· Excellent shear stability to ensure a long service life

· Maximum protection for towing and severe service

· Improved shift quality

	TYPICAL PROPERTIES:

	Gravity, °API
	ASTM D-287
	31.5

	Flash, °C

	ASTM D-97
	250 min

	Pour Point, °F
	ASTM D-92
	-30

	Viscosity:
	
	

	     cSt @ 40 °C
	ASTM D-445
	51

	     cSt @100 °C
	ASTM D-445
	7.3

	Viscosity Index
	ASTM D-2270
	150
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[image: image2.emf]ATF Type A-Suffix A  YES

Aisin Warner A-1, 3309  YES

Allison C-3, C-4 

YES

Allison TES-295* YES

Allison TES-389  NO 

Alfa Romero (all vehicles)  NO 

American Motors ATF+3, ATF+4  YES

Audi ZF, 5HP19FL, 5HP24A, LT71141 

YES

Audi G-052-162-A1, G-052-025-A2 (CVT)  NO 

Audi G-052-180-A2, G-052-162-A2  YES

BMW ZF, 5HP18FL, 5HP24, 5HP30  YES

BMW LA2634, 7045E, LT71141  YES

Caterpillar Power Shift TO-2 

YES

Chrysler 7176-E, ATF+3, ATF+4  YES

CVT - Continuously Variable Transmissions  NO 

Daewoo LT 71141  YES

Daihatsu Eco CVT  NO 

Esso LT 71141  YES

Fiat (all vehicles)  NO 

Ford CVT WSS M2C933-A  NO 

YES

Ford Mercon® V  YES

Ford Mercon® LV  NO 

Ford Mercon® SP YES

Ford M2C33-A/B/C/D/F/G  NO 

Ford M2C138-CJ, M2C166-H  YES

Ford Type-F  NO 

Fuji ECVT, ICVT  NO 

GM Dexron®, II, II-E, III, III-G, III-H  YES

GM Dexron® VI  NO 

Honda/Acura ATF-Z1  YES

Honda Multimatic CVT   NO 

Hyundi SP-II, SP- III  YES

Infinity, Matic–D, Matic-J, Matic-K  YES

Isuzu (all vehicles)  YES

Ford Mercon®

[image: image3.emf]Jaguar ZF 5HP24, LT71141, JLM20238  YES

Jaguar M1375.4, ATF 3403 M115  YES

YES

YES

JWS 3309  YES

YES

Lexus Type T, T-II, T-III, T-IV  YES

MAN 339F, V1, Z1, Z2 **

YES

Mazda ATF-M III, ATF-MV  YES

Mercedes Benz ZF 4HP20,236.1, 236.2, 236.3(PSF)  YES

Mercedes Benz 223.2, 236.5(C-4), 236.10, 236.11*** YES

NO

YES

Mitsubishi Diamond SP II, SP III  YES

NO

YES

Nissan CVT NS-II  NO

Opel (all vehicles)  YES

Peugeot ZF 4HP20  YES

Porsche ZF 5HP19FL, ATF 3403-M115, T-IV  YES

Renault (all vehicles)  NO

SAAB 3309, 93 165 146, 93 165 147  YES

Scion (all vehicles)  YES

Shell 3403, 3353, LA 2634 **** YES

Subaru ATF, AT-HP  YES

Suzuki ATF 3317 NO

Suzuki CVT Oil  NO

YES

Toyota Type T-II, T-III, T-IV  YES

Toyota WS  YES

Toyota Super CVT fluid TC  NO

YES

YES

YES

YES

YES

YES

VW G-053 025-A2, VW G-053 162-A1, VW TL 521-62 YES

VW G-052-180-A2 (CVT)  NO

 JASO 1-A 

 Jeep (ATF+3, ATF+4) 

Kia SP-II, SP-III 

Mini Cooper Esso CVT EZL 

Mini Cooper Esso T-IV 

Mitsubishi Invecs-III CVT, Sportsmode 6 CVT 

Nissan, Matic–D, Matic-J, Matic-K, Matic-S 

 Texaco ETL-7045E, ETL-8072B*****

Vickers M-2950-S,  I-286-S 

Voith G607 (55.6335.XX) 

Voith G1363 (55.6336.XX) 

Voith Turbo, ZF, Ecomat 

Voith ZF TE-ML 03D, 04D, 09, 11A, 14-A,B, 16L, 17C ******

 Volvo 97340, 1161521, 1161540, T-IV 
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*SFU at half of the recommended drain interval due to TES 295 being a PAO fluid


**Not SFU for V2 or Z3--no supporting data


***Not SFU for 236.6, 236.7, 236.8, 236.9, 236.12, 236.20 (CVT)


****Not SFU for M-1375.4


*****Not SFU for N402--insufficient extreme pressure agent


******Not SFU for 14C, 14E, 16N--no supporting data
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